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RS260/261
SINGLE COIL SPRING SEALS

RS8B2
MULTIPLE SPRING COMPONENT SEAL

FEATURES & BENEFITS:
 Designed for higher pressure applications

 Antimony Impregnated Carbon standard for strength & heat 

 dissipation

 Compact narrow cross section design

 Multiple Springs assures accurate face loading

 Flexible design compensates for shaft misalignment

 Variety of metals & “O” rings allow for broad base of 

 applications

 All components are held together by a snap ring in a unitized 

 construction design

 Field repairable

OPERATING LIMITS:
 Pressure: 580 PSI, 40 Bar

 Temperature: -40°C to 260°C/ -40°F to 500°F

 (depending on materials used)

STANDARD MATERIALS OF CONSTRUCTION:
 Faces:
  Antimony-Impregnated Carbon, Silicon Carbide, Tungsten 

  Carbide

 Elastomers:
  Buna, Viton®, Aflas®, Neoprene, EPDM, Kalrez

  Any standard rubber O ring can be utilized

 Metallurgy:
  304, 316, Monel, Hastelloy C, Alloy 20

FEATURES & BENEFITS:
 Single Coil Spring

 Unbalanced

 Bi-Directional

 Positive Screw Drive

 RS260 with O-Ring mounted

 RS261 with PTFE wedge seal ring

OPERATING LIMITS:
 d  = 16 - 100 mm1

 p  = 1.2 Mpa1

 t = -35 - 160°C

 V  = 15 m/s g

STANDARD MATERIALS OF CONSTRUCTION:
 Rotary Faces:
  Stainless Steel, Silicon Carbide, Tungsten Carbide

 Stationary Seats:
  Carbon, Silicon Carbide, Tungsten Carbide

 Springs, Other Metal Components:
  AISI 304, 316

 Secondary Seals:
  EPDM, FEP, FPM, FEPM, NBR

STATIONARY  SEATS:
 RSS (monolithic short seat)

 RSL (monolithic long seat w/ anti-rotation pin slot)

 RSLS (face shrink-fitted w/ anti-rotation pin slot)

 USS (monolithic short seat, to DIN 24960)

 USL (monolithic long seat w/ anti-rotation pin slot, to DIN 24960)

 USLS (face shrink-fitted w/ anti-rotation pin slot, to DIN 24960)
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RS260 w/RSL

RS261 w/RSLS

d d1 D L

1.000 0.875 1.437 1.312

1.125 1.000 1.562 1.375

1.250 1.125 1.687 1.375

1.375 1.125 1.937 1.687

1.500 1.250 1.937 1.437

1.625 1.375 2.250 1.593

1.750 1.500 2.312 1.750

1.875 1.625 2.500 1.750

2.000 1.750 2.625 1.750

2.125 1.875 2.812 2.062

2.250 2.000 2.843 1.750

2.375 2.125 3.000 2.062

2.500 2.250 3.125 1.750

2.625 2.375 3.250 2.062

2.750 2.500 3.375 2.062

2.875 2.625 3.500 2.062

3.000 2.750 3.625 2.062

3.125 2.875 3.750 2.062

3.250 3.000 3.875 2.062

3.375 3.125 4.000 2.062

3.500 3.250 4.125 2.062

3.625 3.375 4.250 2.062

3.750 3.500 4.375 2.062

3.875 3.625 4.500 2.062

4.000 3.750 4.625 2.062
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16 26 23 26.9 7.0

18 29 24 30.9 8.0

19 30 25 30.9 8.0

20 30 25 30.9 8.0

22 34 25 35.4 8.0

24 35 27 35.4 8.0

25 37 27 38.2 8.5

28 42 29 43.3 9.0

30 45 29 43.3 9.0

32 45 29 43.3 9.0

33 48 33 53.5 11.5

35 50 35 53.5 11.5

38 54 35 60.5 11.5

40 56 35 60.5 11.5

42 59 35 60.5 11.5

43 60 35 60.5 11.5

d

RS260/261 RSS/RSL/RSLS

D L D1 L1

45 64 37 65.5 11.5

48 67 37 65.5 11.5

50 69 39 72.5 11.5

53 74 39 72.5 11.5

55 74 39 72.5 11.5

58 80 40 - 11.5

60 80 40 79.3 11.5

63 87 41 - 11.5

65 87 41 84.5 11.5

68 92 41 - 11.5

70 92 41 89.5 11.5

75 97 44 94.5 11.5

80 102 48 99.5 11.5

85 110 48 105.5 13.5

90 117 48 111.5 13.5

95 122 53 116.5 13.5

100 127 56 119.5 13.5
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